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Section 1

GENERAL NOTES:
- IT IS THE RESPONSIBILITY OF THE BUILDER TO CHECK AND VERIFY ALL DIMENSIONS AND DETAILS BEFORE PROCEEDING WITH 
CONSTRUCTION AND REPORT ANY DISCREPANCIES.
- DO NOT SCALE DRAWINGS
- ALL EXTERIOR DIMENSIONS ARE TO FACE OF CONCRETE FOUNDATION WALLS OR TO FACE OF EXTERIOR SHEATHING.
- ALL INTERIOR DIMENSIONS ARE TO FACE OF STUD.
CODE: THIS BUILDING SHALL BE CONSTRUCTED IN ACCORDANCE WITH CURRENT B.C. BUILDING CODE.
CONCRETE: ALL CONCRETE SHALL HAVE MINIMUM COMPRESSIVE STRENGTH OF 20 Mpa (3000 psi) AT 28 DAYS.
WOOD: ALL WOOD FRAME CONSTRUCTION SHALL COMPLY WITH SECTION 9.23 B.C. BUILDING CODE .
- ALL FRAMING LUMBER SHALL BE #2 SPRUCE OR BETTER.
- ALL LINTELS SHALL BE 2 / 2"x10" OR AS NOTED.
EXTERIOR WALLS: TO BE 2"x6" STUDS @ 16" o/c OR AS NOTED.
INTERIOR PARTITION WALLS: TO BE 2"x4" STUDS @ 16" o/c OR AS NOTED.
INTERIOR BEARING WALLS: TO BE 2"x6" STUDS @ 16" o/c OR AS NOTED.
WINDOWS: ALL WINDOWS SHALL COMPLY WITH CAN/CSA 440-M WINDOW STANDARD.
- BEDROOM WINDOWS SHALL PROVIDE AN UNOBSTRUCTED  OPENING OF NOT LESS THAN 15" IN HEIGHT OR WIDTH AND 543" IN AREA AS 
PER SECTION 9.7.1.2 BC BUILDING CODE.
FLASHINGS: ALL FLASHINGS OVER EXTERIOR WALL OPENINGS SHALL COMPLY WITH SECTION 9.27.3 B.C. BUILDING CODE.
VENTILATION: ROOF VENTILATION SHALL COMPLY WITH SECTION 9.19 B.C. BUILDING CODE.
- CRAWL SPACE VENTILATION SHALL COMPLY WITH SECTION 9.18.3 B.C. BUILDING CODE.
- MECHANICAL VENTILATION SHALL COMPLY WITH SECTION 9.32.3 B.C. BUILDING CODE.
ELECTRICAL: ALL ELECTRICAL SHALL COMPLY WITH SECTION 9.34 B.C. BUILDING CODE.
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